
Ces instructions s'appliquent au(x) modèle(s) suivant(s) :

CHBQ Séries

These instructions are applicable for the following model(s):

CHBQ Series

WHAT'S IN THE BOX?

CHBQ Fixture

TOOLS REQUIRED

Phillips Screwdriver
Wire Cutter
Pliers
Wrench
Electric Drill
Wiring Supplies

INSTALLATION PROCEDURE

1. Lock the hook. Tighten the set 
screw to secure the hook at the driver 
housing. 

3. Attach the safety chain to a second 
mounting point and tighten the set 
screw for better safety.

Refer to the wiring diagram for wiring 
connection (refer to steps below to 
access the dimming wires if required)

screw hole
screw

screw

2. Hang the fixture on the hook.
Tighten the screw to secure the 
fixture.

Safety Chain

Set Screw

Wiring Diagram

Default Sensor Setting

Coverage

Green/Vert

White/Blanc

Black/Noir

Purple/ Violet (DIM +)

Pink/Rose or Grey/Gris (DIM -)

Pink/Rose or Grey/Gris 

Purple/ Violet 

Black/Noir

(Dimmer not provided)
(Gradateur non fourni)

Conducteur électrique
Driver

DIMMING WIRES & +12V 
AUXILIARY POWER ACCESS

1. Remove the sensor base. Cut the 
dimming cable connecting to the 
back of the sensor from its end. 

2. Strip the wires; 
Pink: +12V Auxiliary Power
Purple: Dim+
Grey: Dim- / Common-

Replace the sensor base onto the 
fixture to cover the hole in the middle 

SENSOR INSTALLATION 
(OPTIONAL)

Threaded Cap

Sensor Base

Sensor Module

Sensor Installed

1. Loosen the threaded cap that 
comes with the fixture (counter 
clockwise).

2. Align the threads of the sensor 
base to the sensor module carefully 
and firmly tighten (clockwise) the 
sensor module. 
    
3. Sensor installation is complete.

Motion 100% lumen output 

>=5min with no motion 30% lumen output

>=30min with no motion Off

Detection Range: 100%, maximum 
mounting height of 40ft/12m 

Daylight Sensor: Disabled

Step 4 (Optional): For customized 
settings, refer to the instructions of 
remote control RC 1020 / RC-100 
(sold separately) to set the sensor. 

25mA sinking current

-4°F to 140°F (-20°C to 60°C)

QU'Y A-T-IL DANS LA BOITE?

CHBQ Luminaire

OUTILS NÉCESSAIRES

Tournevis cruciforme
Coupe-fil
Pinces
Clé
Perceuse électrique
Fournitures de câblage

PROCÉDURE D'INSTALLATION

1. Verrouillez le crochet. Serrez la vis 
de réglage pour fixer le crochet au 
boîtier du pilote.

3. Fixez la chaîne de sécurité à un 
deuxième point de montage et serrez 
la vis de réglage pour une meilleure 
sécurité.

Reportez-vous au schéma de câblage 
pour la connexion du câblage 
(reportez-vous aux étapes ci-dessous 
pour accéder aux fils de gradation si 
nécessaire)

Trou de vis
Vis

Vis

2. Accrochez le luminaire au crochet.
Serrez la vis pour fixer le luminaire.

Chaine de 
securité

Vis de réglage

Schéma de câblage

Réglage par défaut du capteur

Couverture

Green/Vert

White/Blanc

Black/Noir

Purple/ Violet (DIM +)

Pink/Rose or Grey/Gris (DIM -)

Pink/Rose or Grey/Gris 

Purple/ Violet 

Black/Noir

(Dimmer not provided)
(Gradateur non fourni)

Conducteur électrique
Driver

FILS DE GRADATION ET ACCÈS À 
L'ALIMENTATION AUXILIAIRE +12 V

1. Retirez la base du capteur. Coupez 
le câble de gradation se connectant 
à l'arrière du capteur à partir de son 
extrémité.

2. Dénudez les fils ;
Rose : alimentation auxiliaire +12 V
Violet : Dim+
Gris : Dim- / Commun-

Replacez la base du capteur sur le 
luminaire pour couvrir le trou au 
milieu

INSTALLATION DU CAPTEUR (EN 
OPTION)

Bouchon fileté

Base de capteur

Module de capteur

Capteur installé

1. Desserrez le capuchon fileté fourni 
avec le luminaire (dans le sens 
inverse des aiguilles d'une montre).

2. Alignez soigneusement les 
filetages de la base du capteur sur le 
module du capteur et serrez 
fermement (dans le sens des aiguilles 
d'une montre) le module du capteur.
    
3. L'installation du capteur est 
terminée.

Portée de détection : 100 %, hauteur 
de montage maximale de 40 pi/12 
m

Capteur de lumière du jour : 
désactivé

Étape 4 (en option) : Pour les 
paramètres personnalisés, 
reportez-vous aux instructions de la 
télécommande RC 1020 / RC-100 
(vendue séparément) pour régler le 
capteur.

WARNING: Read all instructions 
before attempting installation.!

1. Turn off electrical power before 
starting installation of the light fixture. 

2. This product must be installed in 
accordance with the applicable 
installation code by a person with the 
construction and operation of the 
product and hazards involved. 

3. Caution risk of fire. Consult a 
qualified electrician to ensure correct 
branch circuit conductor. 

Thoroughly inspect the fixture for any freight 
damage. Report any freight damage to the 
delivery carrier. DO NOT INSTALL DAMAGED.

For wet location compliance, fixture must be 
properly sealed. Apply silicone sealant (not 
provided) to seal around trim and mounting 
surface. Failure to do such shall render the 
warranty null and void. 

AVERTISSEMENT : Lisez toutes les 
instructions avant de tenter 
l'installation.

!
1. Coupez l'alimentation électrique 
avant de commencer l'installation du 
luminaire.

2. Ce produit doit être installé 
conformément au code d'installation 
applicable par une personne 
connaissant la construction et 
l'utilisation du produit et les risques 
impliqués.

3. Attention risque d'incendie. Consultez 
un électricien qualifié pour vous assurer 
que le conducteur du circuit de 
dérivation est correct.

Inspectez soigneusement le luminaire pour 
tout dommage de transport. Signalez tout 
dommage de transport au transporteur. NE 
PAS INSTALLER ENDOMMAGÉ.

Pour la conformité aux emplacements 
humides, le luminaire doit être correctement 
scellé. Appliquez du mastic silicone (non 
fourni) pour sceller autour de la garniture et 
de la surface de montage. Le non-respect de 
cette consigne rendra la garantie nulle et non 
avenue.

Mouvement 100 % de flux lumineux

>=5min sans mouvement 30 % de flux lumineux

>=30min sans mouvement Désactivé

Vue latérale de la couverture

Vue de dessus de la couverture

Source de courant

Sortie de contrôle de 
faible

Rayon/angle de détection

Hauteur de montage

Portée à distance

Humidité

Température

25mA sinking current

-4°F to 140°F (-20°C to 60°C)
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